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 Yagi Antenna               XYA-750B7G10 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 

 

 
 
 
 
 
 
 
 
 
 

Model XYA-750B7G10 
Frequency 750-800MHz 

VSWR <1.5 

Input Impedance 50�  or 75�  

Gain 10dBi 

Front to Back Ratio 13dB 

Beamwidth  510 

Polarization Type  Vertical or Horizontal 

Max. Power 100W 

Lightning Protection DC Ground 

Connector Type N or F, male or female  

Structure 7 Elements  

Weight 620g 

Length  875mm 
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 Yagi Antenna                     XYA-750B9G12     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 

Model XYA-750B9G12 
Frequency 750-800MHz 

VSWR <1.5 

Input Impedance 50�  or 75�  

Gain 12dBi 

Front to Back Ratio 14dB 

Beamwidth  40�  

Polarization Type  Vertical or Horizontal 

Max. Power 150W 

Lightning Protection DC Ground 

Connector Type N or F, male or female 

Structure 9 Elements  

Weight 778g 

Length  1050mm 
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 Yagi Antenna               XYA-750B12G13.5  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XYA-750B12G13.5 
Frequency 750-800MHz 

VSWR <1.5 

Input Impedance 50�  or 75�  

Gain 13.5dBi 

Front to Back Ratio 15dB 

Beamwidth  35�  
Polarization Type  Vertical or Horizontal 

Max. Power 150W 

Lightning Protection DC Ground 

Connector Type N or F, male or female 

Structure 12 Elements  

Weight 835g 

Length  1270mm 
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 Yagi Antenna                  XYA-750B14G14  

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

Model XYA-750B14G14 
Frequency 750-800MHz 

VSWR <1.5 

Input Impedance  50�  or 75�  

Gain 14dBi 

Front to Back Ratio 16dB 

Beamwidth  34�  
Polarization Type  Vertical or Horizontal 

Max. Power 150W 

Lightning Protection DC Ground 

Connector Type N or F, male or female 

Structure 14 Elements  

Weight 900g 

Length  1270mm 
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 Indoor Patch Antenna               XSP-750-7-90  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XSP-750-7-90 

Frequency range  750~750MHz 
Bandwidth 50MHz 
Gain  7dBi 

Vertical Beamwidth 68�  

VSWR <1.5 

Horizontal Beamwidth  90�  

Electrical Downtilt  0�  
Input Impedance 50�  or 75�  
Rated Power 100W 
Rated Wind Velocity 241Km/h 
Lightning Protection Direct Ground 

Connector Type       N or F, male or female 
Element Housing Material UV-Resistance ABS 

Dimension 210� 180� 44 mm 
Working Temperature And 
Humidity -40~55 20~95% 
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XOA-750-6     Fiberglass Omni Antenna 
 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XOA-750-6 

Frequency Range 750-800 MHz 

VSWR <1.5 

Gain 6dBi 

Rated Power 100W 

Polarization Vertical 

Rated Wind Velocity 60m/s 

Impedance 50�  

Ground Direct Ground 

Connector N-female 

Length 150cm 
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XYA-750-8   fiberglass Omni-directional Antenna  

 

Model XYA750-8 

Main Technical Specifications 

Frequency range 750 – 750 MHz 

VSWR � 1.5 

Gain 8dBi 

Electrical downtilt 0° 

Rated power 150W 

Polarization Vertical 

Rated wind velocity 60m/s 

Impedance 50�  

Ground Direct ground 

Connector 7/16DIN or N-female 

Length � 3m 
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XOA-750-11     Omni-directional Fiberglass Antenna Family 

 

 

 

 

 

 

 

 

 

 

 

Model XOA-750-11-T0 XOA-750-11-T3 XOA-750-11-T6 

Frequency Range 750~750MHz 

VSWR � 1.5 

Gain 11dBi 

Electrical Down-tilt 0�  3�  6�  

Beam Width (3dB) 8.5�  

Rated Power 200W 

Polarization Type Vertical Polarization 

Input Impedance 50�  

Lightning Protection Direct Ground 

Connector Type 7/16DIN or N-female 

Length � 3.3m 

Rated Wind Velocity 60m/s 
Mounting Hardware -

Supplied 
50 to 80(mm) 
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 14 dBi, 90° Sector Panel Antenna         XSP-750-14-90 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XSP-750-14-90 

Frequency Range  698-750 MHz 
VSWR 1.5 
Input Impedance 50�  
Gain 14dBi 
Polarization Vertical 
Horizontal Beamwidth (3dB) 90�� 6�  
Vertical Beamwidth (3dB) 13�  
Electrical Downtilt 0�  
Front to Back Ratio 23dB 
Max. Power 300W 
Connector Type N Female,7/16DIN Female 
Intermediation IM3 � -107dBm 
Lightning Protection DC Ground 
Dimension  1570mm� 270mm� 135mm 
Weight 12.5kg 
Rated Wind Velocity 210km/h 
Radome Material  Fiberglass 

Diameter of Installation Pole 50 to 80 mm 
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 14 dBi, 90 °°°° Horiz. Polarized Panel Antenna    XSP-750-14-90H  
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XSP-750-14-90H 

Frequency Range  698-750 MHz 
VSWR 1.5 
Input Impedance 50�  
Gain 14dBi 
Polarization Horizontal  
Horizontal Beamwidth (3dB) 90�� 6�  
Vertical Beamwidth (3dB) 13�  
Electrical Downtilt 0�  
Front to Back Ratio � 23dB 
Max, Power 300W 
Connector Type N Female,7/16DIN Female 
Intermediation IM3 � -107dBm 
Lightning Protection DC Ground 
Dimension  2150mm� 270mm� 135mm 
Weight 20kg 
Rated Wind Velocity 210km/h 
Radome Material  Fiberglass 

Diameter of Installation Pole 50 to 80 mm 
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14 dBi 120 °°°° Panel Antenna             XSP-750-14-120 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Model XSP-750-14-120 

Frequency Range  698-750 MHz 
VSWR 1.5 
Input Impedance 50�  
Gain 14.5dBi 
Polarization Vertical 
Horizontal Beamwidth (3dB) 120�� 8�  
Vertical Beamwidth (3dB) 8.5�  
Electrical Downtilt 0�  
Front to Back Ratio � 21dB 
Max. Power 300W 
Connector Type N Female,7/16DIN Female 
Intermediation IM3 � -107dBm 
Lightning Protection DC Ground 
Dimension  2330mm� 270mm� 135mm 
Weight 18kg 
Rated Wind Velocity 210km/h 
Radome Material  Fiberglass 

Diameter of Installation Pole 50 to 80 mm 
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 16 dBi 90 °°°° Panel Antenna             XSP-750-16-90 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 

Model XSP-750-16-90 

Frequency Range  698-750 MHz 
VSWR 1.5 
Input Impedance 50�  
Gain 16dBi 
Polarization Vertical 
Horizontal Beamwidth (3dB) 90�� 6�  
Vertical Beamwidth (3dB) 11�  
Electrical Downtilt 0�  
Front to Back Ratio � 23dB 
Max. Power 300W 
Connector Type N Female,7/16DIN Female 
Intermediation IM3 � -107dBm 
Lightning Protection DC Ground 
Dimension  2300mm� 270mm� 135mm 
Weight 15kg 
Rated Wind Velocity 210km/h 
Radome Material  Fiberglass 

Diameter of Installation Pole 50 to 80 mm 
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15 dBi, 90 °°°° Corner Sector Antenna                     XCA-750- 15-90  

 
 
 
 
 
 
 
 
 
 

 
 
 

Electrical  Specifications 
Frequency Range  750-800 MHz 
VSWR � 1.5 
Input Impedance 50�  
Gain 15±0.5dBi 
Polarization Vertical 
Horizontal Plane � HP 90±12° 
Vertical Plane � HP 12±2° 
Electrical Downtilt 0° 
Front to Back Ratio � 28dB 
Max, power 200W 
Connector Type N- Female  
Intermediation IM3 � -107dBm 
Lightning Protection DC ground 

Mechanical  Specifications 
Dimension 1954mm×590mm×163mm 
Weight 16kg 
Rated Wind Velocity 210km/h 
Diameter FRP 
Diameter of installation pole 45 to 75 mm 
Working Temperature -40 to+60 C 
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14 dBi 120 °°°° Corner Sector Antenna               XCA-750-14-120   

 
 
 
 
 
 
 
 
 
 

 
 
 

Electrical  Specifications 
Frequency Range  750-800 MHz 
VSWR � 1.5 
Input Impedance 50�  
Gain 14±0.5dBi 
Polarization Vertical 
Horizontal Plane � HP 120±15° 
Vertical Plane � HP 12±2° 
Electrical Downtilt 0° 
Front to Back Ratio � 28dB 
Max, power 200W 
Connector Type N- Female  
Intermediation IM3 � -107dBm 
Lightning Protection DC ground 

Mechanical  Specifications 
Dimension 1954mm×590mm×163mm 
Weight 16kg 
Rated Wind Velocity 210km/h 
Diameter FRP 
Diameter of installation pole 45 to 75 mm 
Working Temperature -40 to+60 C 
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XVA-750-3   Vehicle Antenna 
 

Model  XVA-750-3 

Frequency Range 750-800 MHz 

VSWR � 2 

Gain 3dBi 

Rated Power 50W 

Input Impedance 50�  

Polarization  Vertical Polarization 

Length <0.3m 

Connector Type N� SMA� TNC� M 
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XVA-750-5   Vehicle Antenna 
 
 

Model  XVA-750-5 

Frequency Range 750-800 MHz 

Bandwidth 90MHz 

VSWR � 1.5 

Gain 5.5dBi 

Rated Power 50W 

Input Impedance 50�  

Polarization  Vertical Polarization 

Length � 0.7m 

Connector Type N� SMA� TNC� M 
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XVA-750-7   Vehicle Antenna 
 

Model  XVA-750-7 

Frequency Range 750-800 MHz 

Bandwidth 90MHz 

VSWR � 1.5 

Gain 7.8dBi 

Rated Power 50W 

Input Impedance 50�  

Polarization  Vertical Polarization 

Length � 0.8m 

Connector Type N� SMA� M� TNC 
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XVA-750-2-LP   Low Profile Vehicle Antenna 
 

Model  XVA-750-2-LP 

Frequency Range 750-800 MHz 

Bandwidth 90MHz 

VSWR � 1.5 

Gain 2 dBi 

Rated Power 20W 

Input Impedance 50�  

Polarization  Vertical Polarization 

Length 5cm 

Connector Type NMO 
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XTA-750-2H            Antenna for PCMCIA card in La ptop Computer 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Model XTA-750-2H 

Main Technical Specifications 
Frequency Range 
VSWR 
Input Impedance 
Gain 
Max. Power 
Input Connector 
Dimension 
Weight 
Element Housing Material 
Antenna Color 
Working Temperature - Humidity 

750-800 MHz 
<2.0 
50 

2.15dBi 
50W 

TNC / SMA male, RPTNC /  RPSMA male   
200mm 

40g 
Plastic  
Black  

-40~+55 C    20~95% 
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XPB-750-17-12   Grid Parabolic Antenna 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 

Model XPB-750-17-12 

Frequency Range 750-800MHz 

VSWR <1.5 

Impedance 50�  

Gain 17dBi 

Polarization Vertical or Horizontal 

1/2 Power Beamwidth 18�  

First Sidelobe <-18dB 

Front to Back Ratio 25dB 

Max. Power 200W 

Ground Direct Ground 

Connector N-Female 

Diameter 1200 mm 

Weight 12kg 

Wind Loading Area�  Front 

                  � Side 
0.45m2 
0.16m2 

Rated Wind Velocity 210km/h 

Azimuth � 90�  

Elevation � 15�  
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XPB-750-19-15    Grid Parabolic Antenna 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XPB-750-19-15 
Frequency Range 750-800MHz 
VSWR � 1.5 
Impedance 50�  
Gain 19 dBi 
Polarization Vertical or horizontal 
1/2 Power Beamwidth 16�  
First Sidelobe <-18.2 dB 
Front to Back Ratio� F/B�  30dB 

Max. Power 200 W 
Connector  N-Female 
Diameter 1500 mm 
Structure Integration 
Weight 15 kg 

Wind Loading Area � Front 

                 � Side 

0.86m2 
0.21m2 

Rated Wind Velocity 210 km/h 
Azimuth  � 90�  
Elevation � 12�  
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XPB-750-20-18     Grid Parabolic Antenna 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XPB-750-20-18 
Frequency Range 750-800MHz 
VSWR � 1.5 
Impedance 50�  
Gain 20dBi 
Polarization Vertical or horizontal 
1/2 Power Beamwidth 11�  
First Sidelobe <-18.5 dB 
Front to Back Ratio 35dB 
Max. Power 200 W 
Connector N-female 
Diameter 1800 mm 
Structure Two halves 
Weight 20kg 

Wind Loading Area � Front 

                 � Side 

1.1m2 
0.33m2 

Rated Wind Velocity 210km/h 
Azimuth  � 90�  
Elevation � 12�  
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XPB-750-23-24     Grid Parabolic Antenna 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model XPB-750-23-24 
Frequency Range 750-800 MHz 
VSWR � 1.5 
Impedance 50�  
Gain 23dBi 
Polarization Vertical or horizontal 
1/2 Power Beamwidth 9�  
First Sidelobe <-19 dB 
Front to Back Ratio� F/B�  30dB 

Max. Power 200W 
Connector N-Female 
Diameter 2400 mm 

Structure Two halves 
Weight 31kg 

Wind Loading Area  � Front 

                  � Side 

1.94m2 
0.61m2 

Rated Wind Velocity 210 km/h 

Azimuth  � 90�  
Elevation � 12�  



 
 

_____________________________________________________________________________ 
2733 S. Davis,  Mesa, AZ 85210  USA                         FAX / Tel: +1(480)491-0982 
email: info@xaassociates.com      Website: www.xaas sociates.com 

Custom 750 MHz Solutions 
 
 

·  XA provides full and Semi-custom antenna and system  accessory 
design services and products. 

 
·  Phased Yagi Array  for higher directional gain 
·  16 & 17 dBi Short Backfire Antenna (90 &120 cm diameter) 
·  Crossed, dual, or circular polarized Sector Panel Antennas  
·  Higher gain Sector Panel Antennas 
·  Narrower  beamwidth Sector Panel antennas 
·  Splitters / combiners up to 100Watts power capability 
·  Bi-directional power amplifiers 
·  Cable Assemblies including harness for phase array antenna systems 
·  Diplexers / Filters 
·  50�  to 75 �  low power impedance converters  (to enable the use of low 

cost RG6 cable with 50�  CPE transceiver equipment (Airspan, Flarion, 
etc.)  

 


